KRD6-2

Proudovy chranic

16A
25A
40A
63A
25A
25A

10mA
30mA
30mA
30mA
100mA
300mA

KRD6-2/16/10
KRD6-2/25/30
KRD6-2/40/30
KRD6-2/63/30

KRD6-2/25/100
KRD6-2/25/300

23186"1"
23180
23181
23182

23187"1"

23195 1"

KRD6-2/16/10-A
KRD6-2/25/30-A
KRD6-2/40/30-A
KRD6-2/63/30-A

KRD6-2/25/300-A

23194 1"
23188
23189

23190 1"

23196 "1"

BALENI

1/-/60
1/-/60
1/-/60
1/-/60
1/-/60
1/-/60
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Proudovy chranic: slouzi jako dodatkova
ochrana proti trazu el. proudem shoda

s normou EN61008-1urcen pro poutiti

v obvodech se sinusovym stridavym
proudem (typ AC) a sinusovym stfidavym
proudem s konstantni slozkou (typ A).
Shoda s normou: EN61008-1
Jmenovity proud In: 16A a7 100A
Jmenovity rezidualni proud IAn:
10mA az 300mA

Jmenovité spinaci napéti:

230 AC50/60Hz

Pracovni teplota: -25°Caz +40°C
Kapacita svorek: do 35mm2

Kryti: IP20

1”2 produkty jen na individudlni
objednavku

GB

Theresidual current circuit
breaker: is used foradditional
protection against electrical shock,
designed to work in sinusoidal AC
circuits and in sinusoidal alternating
and pulsating current A type circuits
with a direct component
Compliance with: EN61008-1
Rated current In: 16A to 100A
Rated residual current 1An: 10mA
t0300mA

Rated breaking voltage:

230 AC50/60Hz

Operating temperature: -25°C

to +40°C

Capacity of terminals: to35mm
Degree of protection: IP20

" Product for individual orders
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